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Abstract
A cyclic voltammetry study has been carried out in order to determine the voltage range that contributes to the initiation of the corrosion on the surface of stainless steel in the acidic thiourea solution. In this study, the knowledge of corrosion on stainless steel is useful in the optimisation process for gold recovery from electronic waste based on electrodeposition technique.  Since stainless steel material has been used as both anode and cathode in the experimental setup, under certain applied voltage, corrosion might occur and hinder the gold recovery process by damaging the electrodes. With the aid of cyclic voltammetry study, the suitable applied voltage for electrodeposition process has been investigated and found to be approximately 1.4 V for two-electrode setup for a system with sulfuric acid concentration of 0.1 M in the presence of 0.1 M thiourea. The data obtained can be used as a basis to determine a suitable pre-set applied voltage in the electrodeposition process such that corrosion on the electrodes can be avoided. 
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Abstrak
Suatu kajian menggunakan kaedah voltammetri berkitar (CV) telah dijalankan bertujuan untuk menentukan julat voltan yang menyumbang kepada permulaan proses pengkakisan di atas permukaan keluli tahan karat di dalam larutan tiourea berasid. Dalam kajian ini, pengetahuan mengenai proses pengkakisan terhadap keluli tahan karat berguna dalam proses pengoptimuman terhadap perolehan emas daripada sisa buangan elektronik berasaskan kepada teknik elektropeendapan. Memandangkan bahan keluli tahan karat digunakan sebagai anod dan katod di dalam persediaan eksperimen, di bawah voltan gunaan tertentu, proses pengkakisan berkemungkinan berlaku dan boleh menghalang proses perolehan emas dengan merosakkan elektrod. Dengan bantuan dari kajian voltammetri berkitar, voltan gunaan yang sesuai untuk proses elektropeendapan telah dikaji dan hasil dari kajian mendapati bahawa nilai voltan gunaan tersebut adalah sebanyak lebih kurang 1.4 V untuk konfigurasi dua-elektrod untuk satu sistem dengan kepekatan asid sulfurik sebanyak 0.1 M dalam kehadiran tiourea 0.1 M. Data yang diperolehi dapat digunakan sebagai asas bagi menentukan voltan gunaan yang sesuai dalam proses elektropeendapan, dalam masa yang sama proses pengkakisan terhadap elektrod dapat dielakkan.

Kata kunci:  oltammetri berkitar, keluli tahan karat, pengkakisan, larutan tiourea bersifat asid
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