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Abstract
Sodium’s chemical properties are like lithium and as batteries it has potential to be environmentally friendly, easier to recycle but five times much cheaper than lithium-ion batteries. Sodium cobalt oxide (NaCoO2) cathode material in a sodium-ion battery was synthesized by a polyvinyl alcohol (PVA) assisted sol-gel method and its physical characterization was being analysed by using thermogravimetric analysis (TGA), attenuated total reflectance-fourier transform infrared (ATR-FTIR) spectroscopy, field emission scanning electron microscope (FESEM) and X-ray diffractometer (XRD). PVA was chosen as gelating agent as well as carbon source for the synthesized material in this study.  The cathode material is observed to have smooth morphology and the particle sizes reach to sub-micrometre level which benefit for the high rate performance, although the shape of particles was irregular. 
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Abstrak
Sifat kimia sodium menyerupai lithium dan sebagai bateri ia mempunyai potensi untuk mesra alam sekitar, mudah di kitar semular dan lima kali lebih murah berbanding bateri litium. Sodium kobalt oksida (NaCoO2) iaitu bahan katod yang digunakan dalam ion-sodium bateri disintesiskan dengan kaedah sol- gel dibantu oleh polivinil alkohol (PVA) dan pencirian fizikal dianalisa menggunakan analisa termogravimetrik (TGA), spektroskopi inframerah transformasi fourier (ATR-FTIR), mikroskopi imbasan elektron pancaran medan (FESEM) dan teknik pembelauan sinar-X (XRD). PVA dipilih sebagai agen gelatin dan juga sebagai sumber karbon untuk mensintesiskan bahan kajian ini. Bahan katod yang dihasilkan menunjukkan morfologi permukaan yang rata dan saiz partikel yang mencecah sub-mikrometer memberi kelebihan dari segi kadar prestasi yang tinggi walaupun bentuk partikel tidak seragam.
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